
X30 WATERSWIFT
(July 2022)

SKU: CP-6163MC14R1E

Type single cylinder – 2 stroke
Bore Ø 41.81 mm
Bore max. Ø 42.10 mm
Stroke 43.00 mm
Displacement 59.00 cc
Admission piston-port
Lubrication oil-mix
Ignition analogic
Starter electric
Transmission centrifugal dry clutch
Cooling system water
Max. power 10Hp
Max torque. 7 Nm
Max. RPM 15.000
Carburettor Tillotson HW-31A

Main Features
Electric Start - Water Cooled - Centrifugal Dry clutch – Electronic Analogic Ignition - Tillotson HW31A Diaphragm
Carburettor

Accessories
H.T. coil - NGK BR1OEG spark plug - PVL Spark plug cap - Centrifugal clutch group with Z11 detachable sprocket -
Tillotson HW-31A - Carburettor spacers - CSAI homologated intake silencer - Exhaust manifold - Exhaust muffler -
Exhaust muffler retaining springs - Starter motor with Bendix - Starter motor support - Electric wiring group -
Starter relay - Battery support with clamps - Battery fixing belt - Start/Stop buttons - Buttons bracket -
Water-cooling assembly (water pump - hoses - pulley - radiator with supports - Quick-release belts)


